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Safety function of "STOP" & "CONTROL"
(Cat. 4 / Cat. 3 EN ISO 13849-1)
Compact design and Easy operating.

*
* Durable casing with extra shock resistance.
* Programmable function setting, suitable for diversified industrial applications.
* Remote Pairing technology, allowing instant maintenance on site.

* Pre-wiring standard cable for quick and easy installation.
® Built-in Alarm / Horn, no need to install extra warning devices.
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F25 Series
" Receiver

F25-6S/6D

6 Single/Double steps Buttons
1 EMS Button

1 START Button
1 Rotary Key

1 Alarm Button

F25-8S/8D
8 Single/Double steps Buttons
1 EMS Button

1 START Button
1 Rotary Key

1 Alarm Button

F25-10S/10D
10 Single/Double steps Buttons
1 EMS Button

1 START Button
1 Rotary Key

1 Alarm Button
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General
Operation Range

W

Operation Frequency
. Hamming Distance

...Ta.mperatm.‘.e Range

"all 09 IASINdYILNT HO3AL-IH S.337

433.05 ~434.79MHz
Up to 100 Meters
-40°C ~+85°C

2" sets (set by factory, never repeated)

Transmitter

Dimensions

Receiver Power Supply
_Dimensions
Weight (w/o cable)

Four 1.5 volts Batteries (AA Size)

3-stage NN ————
186 x61x51Tmm(LxWxH)

about2659(|nclud|ngbatterles)

24/48/110/ 220/ 380VAC (50/60Hz), £20%
200x162x 107 mm (LxWxH)

about 1550g
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